INDEX.

Allowance for waste, 68, 183, 190.
Anchorage, 8, 104, 148.
Angle irons, 19, 146.
Area opposed to wind pressure, 6, 48.

Bars, best proportions for, 79, 80, 89.
Batter braces, limiting slope for, 7.
Batter-brace plates, minimum dimensions of, 14.
Batter braces, proportioning of, 63, 132.
Batter-brace sections, 11, 63.
Beam-hanger plates, 17, 101, 146.
Beam hangers, 22, 75.
Beams, wooden, 23, 67; Tables xiii., xiv.
Bearings, 21, 77, 93; Tables xxxvi.--xxviii., xxxvi., xxxvii.
Bearing-stress, 13, 75.
Bed plates, 16, 104, 146.
Bending effect of wind on posts and batter braces, 9, 52.
Bending-stresses, intensities of, 13, 78.
Beats, 199, 200, 203.
Best proportions for bars, 79, 80, 89.
Bevels, 181.
Bills of iron, 71, 113, 114, 151, 152.
of lumber, 115, 155.
of rivets, 151, 190, 192.
of bolts, 188, 191, 205.
Bills, erecting, 204, 205.
order, 183, 185.
shipping, 190.
Bolts, 23, 24.
Bond, 168.
Braces, side, 7, 164.
batter, 7, 9, 14, 63, 132.

Brackets, 22, 53, 103, 148.
Bridge lettings, 157.
Bridges, classification of, 5.
styles of, 7, 38.
Built floor beams, 12, 19, 68, 107; Tables xix.--xxii.

Camber, 9, 175, 176.
Camber blocks, 200.
Carpenters' tools, 198.
Cast-iron, 24.
Cast-iron portals, 58.
Channel bottom chords, 11, 66.
Channels, properties of, Table xxviii.
Chord bars, 59, 62, 66, 79.
Chord heads, 20, 177.
Chord packing, 62, 81, 132, 179, 266.
Chord plates, 14, 63.
Chord proportioning, 64, 129, 130.
Chord sections, 11, 59, 62, 63, 66.
Classification of bridges, 5.
Clear headway, 7.
Clear roadway, 6.
Closed columns, 55.
Columns, formula for, 12.
Complete design for a bridge, 126.
Compressive stresses, 12.
Connecting-plates, 15, 94--99, 137--144.
Connection for lateral systems, 10, 98--100.
Continuous spans, 9.
Contract, form of, 167.
Cost, estimates of, 116.
Cost of bidding-expenses, 170.
of blacksmithing, 170.
of erection, 117.

239